EUC-085SxxxDT(ST) Rev. L 85W IP67
. 91%

. (0.99

.

« o0-10V

. 4V,  ekv

.

. IP67 F@

Class I, Division 2

EUC-085SxxxDT(ST) 85W 90-305Vac
(1) 2 120Vac| 220Vac 34

350 mA | 90 ~ 305 Vac |121~243Vdc 85 W 91% 0.99 0.95 | EUC-085S035DT(ST)®
450 mA | 90 ~ 305 Vac |94~189.Vde 85 W 91% 0.99 0.95 | EUC-085S045DT(ST)®
700 mA | 90 ~ 305 Vac |61~121 Vdc 85 W 90% 0.99 0.95 | EUC-085S070DT(ST)®
1050 mA| 90 ~ 305 Vaer|"40~81 Vdc 85W 90% 0.99 0.95 | EUC-085S105DT(ST)®
1400 mA| 90 ~ 305 Vac_{¢#30~61 Vdc 85 W 90% 0.99 0.95 | EUC-085S140DT(ST)®
1750 mA| 90 ~ 305 Vac | 224+49 Vdc 85 W 90% 0.99 0.95 |EUC-085S175DT(ST)®
2000 mAj¢ 90 ~ 305,Vac ) 21~43 Vdc 85W 90% 0.99 0.95 | EUC-085S200DT(ST)®
2450 mA| “90 ~ 305 Vac | 17~35 Vdc 85 W 89% 0.99 0.95 | EUC-0855245DT(ST)"
2800 mA| 90 ~305 Vac | 15~30 Vvdc 85 W 89% 0.99 0.95 | EUC-0855280DT(ST)"

1 UL, FCC 100-277Vac 100-240Vac

2 220Vac 100%

3 DT ST

4 KS EUC-085S035DT(ST)

5 Class 2( & )

6 Class 2( ) Class 2 )

7 Class 2 ( & Class 2 ( )
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- - 100 °C -
lo= 350mA | 88% 89% -
lo= 450mA |  88% 89% -
lo= 700mA | 87% 88% -
lo=1050 mA |  87% 88% ] 120 Vac  100% 25
lo= 1400 mA |  87% 88% - 206
lo=1750 mA |  87% 88% -
lo=2000mA |  87% 88% -
lo= 2450 mA | 86% 87% -
lo= 2800 mA |  86% 87% -
lo= 350mA |  90% 91% -
lo= 450mA |  90% 91% -
lo= 700mA |  89% 90% -
lo= 1050 mA |  89% 90% g 220 Va® 100% 25
lo= 1400 mA |  89% 90% - 20
lo= 1750 mA |  89% 90% -
lo=2000mA |  89% 90% :
lo=2450 mA |  88% 89% -
lo= 2800 mA | 88% 89% 2
237,000
- gy - 120 Vac 25  80%  (MIL-HDBK-217F)
101,000
- hours - 120Vac 80% , 60
-40°C = +90°C
-40 °C - +70 °C
-40 °€ - +85 °C : 5% RH to 100% RH
(L x Wi H) 5.91 x 2.66 x 1.44 6.97 x 2.66 x 1.44
(L <W, < H) 150 x 67.5 x 36.5 177 x 67.5 x 36.5
- 780 g -
UL/CUL UL8750, UL 1310, CAN/CSA-C22.2 No. 250.13, CAN/CSA-C22.2 No. 223-M91
CE EN 61347-1, EN 61347-2-13
KS KS C 7655
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EUC-085S035DT(ST) EUC-085S045DT(ST)
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EUC-085S140DT(ST) EUC-085S175DT(ST)
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