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产品特性 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

产品描述 
HEV0373V{{{EW5 ֯ѭ 73Z QIF ᴵ ᵸғᵝιԏᶵט LS53 ἴ ιԎ Ԅּכᴙ ᶀѭ 4:90

638Ydfιћԏῶ ꞌᵼᾭו￼ ℅ ֯ғᵝњѭΰ Ɫ῎ᵙӰẞ ίẔּז ιώӗԓ DF וꞌ

GF יӗּכҨᴣ ӿԋᾸו ιᴵљᶺ ῂ ίֺ ӡẊ ὶѭԎӗּכ ᵃῊιᾟὙᶢ҈ GDOL05 ӡᴃ

￼ᴥᵇᾭḔ ו ι ᵀ G7l ‰֝ ∂ ￼ᾦꞌι ֠￼ᶹᶳ ι Ḅ￼ᾫ♬ι‖ᶽᶊώ ҃ғᵝ￼ᴵ

ớιẊả ҃ғᵝ￼ṁᵘ ԅΆӈ￼Ӡἴιץὐ Ӡἴ Ԅ ᴙӠἴ Ԅ ᴙӠἴ ֧ ᴙӠἴ

Ӡἴᴣ ᵸԓט ᵙᶹ □Ӡἴι῭ῗӠ ҃℅₲ғᵝ￼ῂ  
 

型号列表 
输出电流 

可调范围 

全功率输出 

电流范围(1) 

输出电流 

缺省值 

输入电压 

 范围(2) 

输出电压 

范围 

最大输出 

功率 

效率 

(3) 

功率因数 

(3) 

型号 

(4) 

30-450 mA 300-450 mA 450 mA 
176~305 Vac 
171~275 Vdc 

44~133 Vdc 40 W 90.5% 0.96 EBS-040S045BT2 

45-700 mA 450-700 mA 700 mA 
176~305 Vac 
171~275 Vdc 

28~89 Vdc 40 W 90.5% 0.96 EBS-040S070BT2(5) 

70-1050mA 700-1050 mA 1050 mA 
176~305 Vac 
171~275 Vdc 

19~57 Vdc 40 W 89.5% 0.96 EBS-040S105BT2(5) 

 ԅוꞌḴ ╙כּ֧ ᶀεởוꞌζ 

 ᴵ QIF ΆẪ  ╙כּ֧

 GDOL05 ) G7l  

 DF ӿ26 Ὴί ӿίֺ 

 ᴵ ӿԋᾸћ Ӊể ו ˅318 Z  

 י◊ +χ57Ygfι458pDι6Zד ỗṤӪוꞌ 43Z, 

 ԓ 49Ygf GDOL05 Ở  כӗּ◊כּ

 ԓ DF ꞌו ι ẙ °4( 

 ӿ ӳ 

 ṁᵘֹῼ  

 ᴵѭ OHG ₩ ώӗ □Ӡἴו  

 ṁᵘ 43 єṇῊεWf@:8¯Fζ 

 ӠἴχṮ₩ 9nY/ Ԋ₩ 43nY 

 ԅΆӈӠἴχ Ԅ ᴙӠἴι Ԅ ᴙӠἴι ᴙӠἴι 

Ӡἴι □Ӡἴ 

 LS53 ἴ ι Ἃᶹ҈זּ LSA87 ♂ԏẔּז 

 ּ҈ז Fodvv L ᵙ Fodvv LL ♂ԏ 

 ᵀ ]kdjd ὶᴭ ⁪ѿ 46 

 ; ẉ Ӡ 
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输出性能 

参数 最小值 典型值 最大值 备注 

24V ֧   ᴙ 21.6 V 24 V 26.4 Vכּ

24V ֧ mA - 125 mA ᴠ 0 ╙כּ ᶊѭɒDA−ɓ 

24V ֧ ỗṤӪּ6@╙כW - - 250 mA 

ᶈ 913pv ᵕῼԓιῳᶽṤӪּכ╙ 583pD ￼

ῳ Ὑ Ὴ ѭ 515pvιћẈᶎӪјᴵ

458pD  

24V ֧ ỗṤӪּ10@╙כW - - 425 mA 

ᶈ 815pv ᵕῼԓιῳᶽṤӪּכ╙ 758pD ￼

ῳ Ὑ Ὴ ѭ 416pvιћẈᶎӪјᴵ

458pD  

ԓ GDOL05 Ở ᴙᴨ֘҈כּ ᴙ 12 Vdc 16 Vdc 20 Vdcכּ◊כּ  

ԓ GDOL05 Ở mA - 60 mA ᴠ 50 ╙כּ◊כּ ᶊѭɒDA−ɓ 

注：ε4ζGDOL05 Ở ◊כּ ѭᵏּזιᴵ ὶᴭ҄Ҩԋ  

ε5ζGDOL05 Ở ᾟὙ◊כּ ᵅ ԋ љט ᵏ  

 

规格概述 

参数 最小值 典型值 最大值 备注 

ᾦꞌ@220Vac 

EBS-040S045BT2 
Io= 300 mA 
Io= 450 mA 

EBS-040S070BT2 
Io= 450 mA 
Io= 700 mA 

EBS-040S105BT2 
Io= 700 mA 
Io= 1050 mA 

 
 

88.5% 
88.5% 

 
88.5% 
88.0% 

 
87.5% 
87.0% 

 
 

90.5% 
90.5% 

 
90.5% 
90.0% 

 
89.5% 
89.0% 

 
 

- 
- 
 
- 
- 
 
- 
- 

433( ι58¯ע□ψ 
֚ Ὴιᾦꞌ Ӊ 5( 

DF ꞌו ẙ -1% - 1% 553Ydfι433(  

ể ו  - - 0.5 W 563Ydf283K}ψ ӿԋᾸ 

Ẉᶎῂᾥ Ὴ  - 
206,000 
hours 

- 
553Ydfιע□ 58ɫι;3( +PLO0KGEN0

54:I, 

ṁᵘῊ  - 
110,000 
hours 

- 
553Ydfι ;3( ιᶳ□ :8ɫ ι ừ ᴠ

ⱢṁᵘΎ  

Ḡ ᶳ□ -40°C - +90C  

Ӡᶳ□ -40°C - +75C 
; ẉ ӠἍḾẔ￼ Ӡᶳ□ι ⸗ Ӡ

ᶲ῎ψ►ẙχ43( UK wr <3( UKψῂ֚  

  





6 / 15 
                                                                                                                   所有性能参数均在温度 25C 情况下所测量的典型值，特别注明除外。 

 
 

 

EBS-040SxxxBT2                 Rev.C            40W Class I/II NFC 编程 DALI-2 & D4i 控制电源 

www.inventronics-co.com             Tel: 86-571-56565800           Fax: 86-571-86601139          sales@inventronics-co.com         

 

 

安全与电磁兼容标准 

安全目录 标准 

UKCA 

BS EN 61347-1, BS EN 61347-2-13 
BS EN 301 489-1 
BS EN 301 489-3 
BS EN 300 330 
BS EN 62479/BS EN 50663/BS EN 50665/BS EN 50364 

CB IEC 61347-1, IEC 61347-2-13 

CCC GB 19510.1, GB 19510.14 

BIS IS 15885(Part2/Sec13) 

KS KS C 7655 

性能 标准 

ENEC EN 62384 

EMI 标准 备注 

BS EN/EN 55015/GB/T 17743(1) Conducted emission Test &Radiated emission Test 

BS EN/EN 61000-3-2/GB 17625.1 Harmonic current emissions Class C 

BS EN/EN 61000-3-3 Voltage Fluctuations & Flicker 

EMS 标准 备注 

BS EN/EN 61000-4-2 Electrostatic Discharge(ESD): 8 kV air discharge, 4 kV contact discharge 

BS EN/EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS 

BS EN/EN 61000-4-4 Electrical Fast Transient/Burst-EFT 

BS EN/EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 6 kV, Common Mode 8 kV 

BS EN/EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS 

BS EN/EN 61000-4-8 Power Frequency Magnetic Field Test 

BS EN/EN 61000-4-11 Voltage Dips 

BS EN/EN 61547 
Surge Immunity Test: AC Power Line: Differential Mode 6 kV, Common Mode 10 kV 

Electromagnetic Immunity Requirements Applies to Lighting Equipment 

DALI-2 标准 备注 

DALI-2(2) IEC 62386-101, 102 & 207 

注：ε4ζ ּכ◊◑ HPL ‰֝ιӇּכּ҈י◊Ӑѭ♂ԏ ￼ ֫ι ᵀ♂ԏ+ ᶵ, HPL ԋ  

ε2ζ DALI ֫: 101, 102, 150, 207, 250, 251, 252, 253. 
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寿命对壳温曲线 

 
 

浪涌曲线 

                 
 

效率曲线 
EBS-040S045BT2(Io=300mA)                                EBS-040S045BT2(Io=450mA) 
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EBS-040S070BT2(Io=450mA)                                EBS-040S070BT2(Io=700mA) 

  
 

EBS-040S105BT2(Io=700mA)                                  EBS-040S105BT2(Io=1050mA) 

   
 

功率因数曲线  
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总谐波失真曲线  

 
 

保护功能 

参数 最小值 典型值 最大值 备注 

ᶹ □Ӡἴ

+QWF, 

U4 +ẦḊ , - 1.67 kΩ - 
ẸU0QWF ӉֹU4 Ὴι ᴧᶹ ♬Ӡἴι

╙כּ֧ ░ Ӊ 

U5 +ӯ₿ , - 1.27 kΩ - 
ẸU0QWF ӉֹU5 Ὴι ╙כּ֧ Ӊֹ

￼Ӡἴּכ╙Ӫ 

Ӡἴּכ╙

ᶀ 

10%Ioset 20%Ioset 100%Ioset 10%Ioset > Iomin ( ῗ 20%) 

Iomin 20%Ioset 100%Ioset 10%Ioset ≤ Iomin ( ῗ 20%) 

ᴙӠἴ ּ֧כᴙҺ ֺᶈ ḧ ᶀԓ  

Ӡἴ Ỡᶶ₩Ẫ ῊιғᵝῂὫҾ Ὴιᴵ Ỡᶶט  

□Ӡἴ ּכ╙₩Ẫ □ Ὴιּכ╙ Ỡᶶט  

Ԅ ᴙӠἴ 

Ӡἴּכᴙ 140 Vac 150 Vac 160 Vac ԄּכᴙӉ҈Ӡἴּכᴙι ֧ԋᾸ 

Ỡᶶּכᴙ 150 Vac 160 Vac 170 Vac 
Ỡᶶ₩Ẫ Ԅּכᴙ ҈Ỡᶶּכᴙι ט

ᵸ ᵏ 

Ԅ ᴙӠἴ 

Ӡἴּכᴙ 310 Vac 320 Vac 330 Vac Ԅּכᴙ ҈Ӡἴּכᴙι ֧ԋᾸ 

Ỡᶶּכᴙ 300 Vac 310 Vac 320 Vac 
Ỡᶶ₩Ẫ ԄּכᴙӉ҈Ỡᶶּכᴙι ט

ᵸ ᵏ 

ῳᶽ Ԅּכᴙ - - 350 Vac 
ᵸᴵҨἨᴩט 683Ydf Ԅ ᴙ ; ṇῊј

Ὣᶐ 

注：ε4ζὸ ￼ QWF ᶚᴺѭ 43nɲ Ӫ￼ Pxudwd QFS4;[K436M36UE ᶚᴺ  
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 输入欠压保护示意图 

Io

Ӡἴ

Ỡᶶ

150 Vac 160 Vac
Vin

 

 
 输入过压保护示意图 

Io

Ӡἴ

Ỡᶶ

310 Vac 320 Vac
Vin

 
 

调光 
 
 DALI-2 调光 

Ҩїѭ ӿ Ỵᶃχ 

DA+

DA-

DALI
ӿᵸ

⸗
OHGּכ◊

LED+

LED-

L
NVac
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示意图：DALI-2 调光 

 

 时控调光 

Ὴί ӿίֺץὐѕ ₩ẪχḜҪῗ Ẕ0ѧ♇Ḿ Ẕ0︣֫⅝ᵙҽ ḧῊ  

 自适应-中点对齐: Ӭḧ ӿΎ ￼ѧ♇ῗẸᶊ￼ᴀᶻῊ ι ѱ ӿᵸҺ Ὧ⁞ט ᴞѣᶾ⅛ᶾ￼ṪӐ

ỞῊ ‎ ᾯṪӐΎ ε Ṯᶈ 48 ֫ ԓζ 

 自适应-百分比= ⁞Ὧ ᴞѣᶾ￼ṪӐῊ ε Ṯᶈ 48 ֫ ԓζ/⁞Ὧ⅝ӕ ט ṪӐῊ εὟⱢִḊ

Ὴק ᵙῶᾦṪӐῊ Ὗ⅝ӕᶭזἆ֟Ṉζ 

 传统定时χּכ◊Ầᵏᵅ⁞Ὧ ￼ ӿΎ ṪӐ 

 

 AC 调光 

DF ӿίֺ￼ ӿ ᶀѭ 4930583Ydfιћ ӿ ᶀᴵ ҭּף ḧ ᵃῊι Ḋ Ԅּכ

ᴙ Ḋ ꞌו֧ Ἀ₿ ԄּכᴙᵙἈ₿ ꞌѼᴵו֧ ҭּף ḧ  

Ẹ ḧּכ◊￼ DF ӿᴠᾭῊιọ Ӡ Ḋ ԄּכᴙљἈ₿ Ԅּכᴙѳ ḕᶈ Ṉ 53Ydf ￼ᴙṮ  

Ẹּכ◊ DF ӿίֺῊιẸׁ Ԅּכᴙọ ӠὙљ Ḋ Ԅּכᴙѳ ḕᶈ Ṉ 8Y ￼ᴙṮ  
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编程连接示意图 

 
注：

https://cn.inventronics-co.com/product_info/203.html
https://cn.inventronics-co.com/product_info/203.html


https://cn.inventronics-co.com/product_info/204.html
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