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所有性能参数均在温度 25C 情况下所量测的典型值，特别注明除外。 

 
产品特性 
 ᾦꞌ <913( 

 ԅוꞌḴ ╙כּ֧ ᶀεởוꞌζ 

 ᴵѭ OHG ₩ ώӗ □Ӡἴו  
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 ᴵּר҈ז Fodvv L/ Glylvlrq 5 ￼ᴎ ᶋᵀ 

 8 ẉ Ӡ 

 

产品描述 
HIG04N5V{{{GW ֯ѭ 4533Z Ἃᶹᴵ ᵸғᵝιԎט Ԅּכᴙ ᶀѭ 180-528Ydfιћԏῶ ו￼
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型号列表 

输出电流 

可调范围 

全功率输出 

电流范围(1) 

输出电流 

缺省值 

输入电压 

 范围(2) 

输出电压 

范围 

最大输 

出功率 

效率 
(3)      

功率因数 

  型号  
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规格概述 

参数 最小值 典型值 最大值 备注 

ᾦꞌ@240Vac: 
EFD-1K2S420DT 

Io= 3360 mA 
Io= 4200 mA 

EFD-1K2S560DT 
Io= 4480 mA 
Io= 5600 mA 

EFD-1K2S740DT 
Io= 5920 mA 
Io= 7400 mA 

 
 

91.5% 
91.5% 

 
91.5% 
91.0% 

 
91.0% 
91.0% 

 
 

93.5% 
93.5% 

 
93.5% 
93.0% 

 
93.0% 
93.0% 

 
 
- 
- 
 
- 
- 
 
- 
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规格概述 

参数 最小值 典型值 最大值 备注 

ṑḽ 

ḽ +O Ö Z Ö K, 

←  +O Ö Z Ö K, 

 

44135 Ö 91;< Ö 51<< 

5;3 Ö 4:8 Ö :9 

ᵍὛ ṑḽχ 

44135 Ö <139 Ö 51<< 

5;3 Ö 563 Ö :9 

֜  - 6570g -  

 

调光概述 

参数 最小值 典型值 最大值 备注 

3¢43Y іῳᶽּכᴙ -20 V - 20 V  

3¢43Y іּ200 ╙כ uA 300 uA 450 uA Vdim(+) = 0 V 

ӿ

֧

ᶀ 

EFD-1K2S420DT 
EFD-1K2S560DT 
EFD-1K2S740DT 

10%Ioset - Ioset 
3360mA ≤ Ioset ≤ 4200mA 
4480mA ≤ Ioset ≤ 5600mA 
5920mA ≤ Ioset ≤ 7400mA 

EFD-1K2S420DT 
EFD-1K2S560DT 
EFD-1K2S740DT 

336 mA 
448 mA 
592 mA 

- Ioset 
336mA ≤ Ioset ＜ 3360mA 
448mA ≤ Ioset ＜ 4480mA 
592mA ≤ Ioset ＜ 5920mA 

ὸ ӿ Ԅ 0 V - 10 V 

ӿ ῗ 3043Y ӿ₩Ẫ   
ԋᾸּכᴙ 0.35 V 0.5 V 0.65 V 

Ầᵏּכᴙ 0.55 V 0.7 V 0.85 V 

◐ - 0.2 V - 

SZP  Ẉ 3 V - 10 Vכּ

SZP ӿ SF ףּ  

SZP ӉּכẈ -0.3 V - 0.6 V 

SZP ꞌ ᶀ 200 Hz - 1 KHz 

SZP ᴉ ⅝ 1% - 99% 

SZP ӿԋᾸ+⃰ , 3% 5% 8% 

SZP ӿẦᵏ+⃰ , 5% 7% 10% 

SZP ӿԋᾸ+ , 92% 95% 97% 

SZP ӿẦᵏ+ , 90% 93% 95% 

◐ - 2% - 
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安全与电磁兼容标准 

安全目录 标准 

CE(1) EN 61347-1, EN 61347-2-13 

UL/CUL UL8750,CAN/CSA-C22.2 No. 250.13 

EMI 标准 备注 

EN 55015(2) Conducted emission Test &Radiated emission Test 

EN 61000-3-2 Harmonic current emissions 

EN 61000-3-3 Voltage fluctuations & flicker 

FCC Part 15(2) 

ANSI C63.4 Class B  

This device complies with Part 15 of the FCC Rules. Operation is subject to the following 
two conditions: [1] this device may not cause harmful interference, and [2] this device must 
accept any interference received, including interference that may cause undesired 
Operation. 

EMS 标准 备注 

EN 61000-4-2 Electrostatic Discharge(ESD): 8kV air discharge, 4kV contact discharge 

EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS 

EN 61000-4-4 Electrical Fast Transient / Burst-EFT 

EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 6 kV, Common Mode 10 kV (3) 

EN 61000-4-6 Conducted Radio Frequency Disturbances test-CS 

EN 61000-4-8 Power Frequency Magnetic Field Test 

  EN 61000-4-11 Voltage Dips 

EN 61547 Electromagnetic Immunity Requirements Applies To Lighting Equipment 

注：+4, ѭ ᵀ₰ 533<24582HF Ὕҧ+ ◊ ԋғᵝ￼ּוỗ ∂,ιјᴵ ᵸט ӿԋᾸו ԋᾸ♂ԏιὸ Ӕ

זּ ᵸἆכּ ӆ ᶵḫא+ḅїᶃἍ ,ιҨ ₿ể ו ј◑ ℅Ὕҧ ∂  

◑◊כּ ,5+ HPL ‰֝ιӇּכּ҈י◊Ӑѭ♂ԏ ￼ ֫ι ᵀ♂ԏ+ ᶵ, HPL ԋ  

        +6, Ẹ ᴙ╜ Ὴ/ ӈ҈ ᵸט Ԅ і￼↔ӌᾣּכ ὶᶊ2ᾸẦ + ⅔ᵙ Ṟ Ɑ,ι ѪῊớᶊ ιҨ

₿ ᵸԓט ￼↔ӌᾣּכ ו ớטӐ+ᴠ LHF 938<;0404315, ể╜ Ḣἄᵅι ⅔ᵙ Ṟ Ɑọ ᾺḠ

ιҨỠᶶּדכ Ḿᶊ￼╡╨Ӡἴו ιẊћ Ӡ Ṟ Ɑљ ѳ ￼ᴵ ớὶ  
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降额曲线 

 
 

寿命对壳温曲线 
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浪涌曲线  
                  

  
 

效率曲线 
EFD-1K2S420DT(lo=3360mA)                             EFD-1K2S420DT(lo=4200mA)   

  
 

EFD-1K2S560DT(lo=4480mA)                            EFD-1K2S560DT(lo=5600mA)   
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EFD-1K2S740DT(lo=5920mA)                                   EFD-1K2S740DT(lo=7400mA)      

     
 

功率因数曲线  

    
 

总谐波失真曲线  
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保护功能 

参数 最小值 典型值 最大值 备注 

ᶹ  

□Ӡἴ 

+QWF, 

R1 - 7.81 kOhm - 
Ẹ U0QWF Ӊֹ U4 Ὴι ᴧᶹ ♬Ӡ

ἴι ╙כּ֧ ░ Ӊ 

R2 - 4.16 kOhm - 
Ẹ U0QWF Ӊֹ U5 Ὴι ╙כּ֧ Ӊֹ

￼Ӡἴּכ╙Ӫ 

Ӡἴּכ╙ 
10%Ioset 60%Ioset 100%Ioset 10%Ioset>Iomin ( ῗ 60%) 

Iomin 60%Ioset 100%Ioset 10%Ioset≤Iomin ( ῗ 60%) 

□Ӡἴ ּכ╙₩Ẫ □ Ὴιּכ╙ Ỡᶶט  

Ӡἴ Ỡᶶ₩Ẫ ῊιғᵝῂὫҾ Ὴιᴵ Ỡᶶט  

ᴙӠἴ ּ֧כᴙҺ ֺᶈ ḧ ᶀԓ  

 

调光  
 
 0-10V 调光 

Ҩїѭ ӿ Ỵᶃχ 

Dim+

Dim-
ӿᵸ

⸗
LEDּכ◊

V+

V-L

OTP-N

G

Vac

Vaux

OTP+

 
示意图 1：DC 输入 

注： 

41 ј Ṅ ӿᶊ Glp0 ὶֹ ֧ Y0ἆ Y.іιᵋֱ ᵸῂ│⃰ẂṪӐט  

51 ᴵּז 3043Y ᴙӡᴺ◊ἆכּ ῂ◊Ӻҭι⅝ḅ ᴙ ιῲҦ ӿᵸ   







https://cn.inventronics-co.com/product_info/201.html
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修订记录 
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