EUD-150SxxxDTA(BTA) Rev. C 150W IP67
94%
LED
0-10V, PWM, 3 DTA
DALI BTA
05W
:12 Vdc,200 mA( 400 mA)
DTA
6kV 10kV
IP67 UL
SELV
Class I, Division 2 X
N FE€ (€ 45 coatrid
7 E328335
EUD-150SxxxDTA BTA 150w 90-305Vac
(1) 2 (3) |120vac|220vac
90 ~ 305 Vac
70-1050mA | 700-1050mA | 700 mA | " ot | 75~214Vde | 150 W 94.0%| 0.9 0.96 |EUD-150S105DTA(BTA)
90 ~ 305 Vac
140-2100mA 1400-2100mA 1400 mA oo o0 38~107Vdc 150 W 94.0%  0.99 0.96 EUD-150S210DTA(BTA)
[o}
@
1 150w
2 UL, FCC 100-277Vac  100-300Vdc; 100-240Vac  100-250Vvdc KS
3 100% 220Vac
4 SELV
1/16
25°C
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EUD-150SxxxDTA(BTA) Rev. C 150W IP67
220Vac 25
12t - - 1.90A%s 10%Ipk-10%Ilpk =872us
0.9 - - 100-277Vac, 50-60Hz, 70%-100%
- - 20% 105-150W
220-240Vac, 50-60Hz, 75%-100%
- - 10%
112.5-150W
-5%loset - 5%loset 100%
(loset)
EUD-150S105DTA(BTA) 70 mA - 1050 mA
EUD-150S210DTA(BTA) 140 mA - 2100 mA
EUD-150S350DTA(BTA) | 245mA - 3500 mA
EUD-150S560DTA(BTA) | 385 mA - 5600 mA
EUD-150S105DTA(BTA) 700 mA - 1050 mA
EUD-150S210DTA(BTA) 1400 mA - 2100 mA
EUD-150S350DTA(BTA) 2450 mA - 3500 mA
EUD-150S560DTA(BTA) | 3850 mA - 5600 mA
(pk-pk) - 5%lomax 10%lomax 100% 20 MHz BW
< 200Hz (pk-pk) - 2%lomax - 100%
- - 10%lomax | 100%
EUD-150S105DTA(BTA) - - 240V
EUD-150S210DTA(BTA) - - 120V
EUD-150S350DTA(BTA) - - 80V
EUD-150S560DTA(BTA) - - 50V
- - f 0.5% 100%
- - f 1.5%
- - 1.0s 120Vac, 70%-100%
- - 05s 220Vac, 70%-100%
- 0.03%/°C - =0°C ~Tc
12v 108V 12V 13.2V
“ Dim—* DTA
12v 0 mA - 200 mA
“ OTP—* BTA
3/16
25°C
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EUD-150SxxxDTA(BTA) Rev. C 150W IP67
100,000 220Vac 80% 70
i Hours i
-40°C - +89°C
7
-40°C - +75°C
: 10%RH to 95%RH
-40°C - +85°C : 5%RH to 95%RH
(L x W x H) 8.03 x 2.66 x 1.56 8.86x 2.66 x 1.56
(LxW xH) 204 x 67.5 x 39.7 225 x 67.5 x 39.7
- 11509 -
0-10v -20V - 20V
0~10Vv 200 uA 300 uA 450 uA Vdim(+) =0V
ov - oV
035V 05V 0.65V
0-10V
0.55V 0.7V 0.85V
- 0.2V -
PWM 3V - oV
DTA
PWM -0.3V - 0.6V
PWM 200 Hz - 3 KHz
PWM 1% - 99%
PWM ( 2% 5% 8% PWM PC
PWM ( 4% 7% 10%
PWM ( 92% 95% 98%
PWM ( 90% 93% 96%
- 2% -
DA, DA 9.5V 16V 22.5V
BTA
DA, DA -6.5V ov 6.5V
DA, DA OmA - 2mA
5716
25°C
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EUD-150SxxxDTA(BTA) Rev. C 150W IP67
700mA O loset 0 1050mA
10%loset i loset 1400mA O loset 0 2100mA
EUD-150S105DTA(BTA) 2450mA O loset 0 3500mA
EUD-150S210DTA(DTA) 3850mA 0 loset 0 5600mA
EUD-150S350DTA(BTA) Z0mA 70mA 0 loset @ 700mA
EUD-150SS60DTA(BTA) 140mA ) loset 140mA 0 loset @ 1400mA
245mA 245mA 0O loset @ 2450mA
385mA 385mA 0 loset @ 3850mA

UL/CUL UL8750 & CAN/CSA-C22.2 No. 250.13
CE EN 61347-1, EN 61347-2-13
KS KS C 7655
EMI
EN 55015® Conducted emission Test &Radiated emission Test
EN 61000-3-2 Harmonic current emissions
EN 61000-3-3 Voltage fluctuations & flicker
ANSI C63.4 Class B
This device complies with Part 15 of the FCC Rules. Operation is subject to the following
FCC Part 150 two conditions: [1] this device may not cause harmful interference, and [2] this device
must accept any interference received, including interference that may cause undesired
Operation.
EMS
EN 61000-4-2 Electrostatic Discharge(ESD): 8kV air discharge, 4kV contact discharge
EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS
EN 61000-4-4 Electrical Fast Transient/Burst-EFT
EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 6 kV, Common Mode 10 kV @
EN 61000-4-6 Conducted Radio Frequency Disturbances test-CS
EN 61000-4-8 Power Frequency Magnetic Field Test
EN 61000-4-11 Voltage Dips
EN 61547 Electromagnetic Immunity Requirements Applies To Lighting Equipment
DALI
DALI IEC62386-101,102 & part of 207
EMI ( ) EMI

6/16
25°C
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EUD-150SxxxDTA(BTA) Rev. C 150W IP67

2 , / ( )
( IEC 60598-1-10.2)

3 207 242 243
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EUD-150SxxxDTA(BTA) Rev. C 150W IP67

EUD-150S560DTA(BTA)(10=3850mA) EUD-150S560DTA(BTA)(Io=5600mA)
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EUD-150SxxxDTA(BTA) Rev.C 150W IP67

R-NTC R1
R1 - 7.81 kOhm -
R-NTC R2
R2 - 4.16 kOhm -
(NTC) 10%loset | 60%loset | 100%loset | 10%loset>lomin ( 60%)
lomin 60%loset | 100%loset | 10%loset O lomin( 60%)
® 0-10V DTA
Io/loset vs. FFSHBE
e _ )
*‘: 100%
L v ? 80%
OTP
Vac EEERSALA S B o
N OTP- g 60;’0
LED Vaux S 40%
Dim+ e
G — 20%
Dim- dj
0%
0 1 2 3 4 5 6 7 8 9 10
AYEEBEN)
1 DC
Dim- V- V+
2. 0-10V
10/16

25°C
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150W IP67

EUD-150SxxxDTA(BTA) Rev. C
) DTA
LED LED LED
LED LED
® DALI BTA
L Vo+ *
Vac Vo S
N LED DA

4: DALI

12716
25°C
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EUD-150SxxxDTA(BTA) Rev. C

150W IP67

EUD-1505xxxDTA

—— wmE e A e

EUD-1505xxxBTA

2 “ OTP_n “ DAn

13/16

25°C

“ Return”
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https://cn.inventronics-co.com/product_info/201.html

EUD-150SxxxDTA(BTA) Rev. C 150W IP67

RoHs

RoHS 2011/65/EU EU 2015/863

15716
25°C
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EUD-150SxxxDTA(BTA)

Rev. C

150W IP67
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12v

EUD-150SxxxBTA
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