0-10vVv PWM 3

UART

=<0.5W
12vdc 250mA 3W(

10W)
. 6KV, 10kV UK
° E328335 Cn
* IP66/IP67 UL c € C B [:g
. Class | Division 2

{wy SAA
e 5
EUM-240SxxxMx 240W IP66  IP67 90-
305Vac DC
UART
(1) 2 (3) |120vac|220Vac (4)
90~305 Vac/

70-1050mA | 700-1050mA| 700 mA |- "o N7 - 1115~343 Vde| 240 W [94.0%| 0.99 | 0.96 |EUM-240S105Mx
105-1500mA [1050-1500mA| 1050 mA fg;fggov\‘j‘gé 80~229 Vdc | 240 W [93.5%| 0.99 | 0.96 [EUM-240S150Mx
215-3500mA 2150-3500mA| 2150 mA fg;fggov\?gé 35~111Vdc | 240 W |93.0%| 0.99 | 0.96 |[EUM-240S350Mx®
420-6700mA [4200-6700mA| 4900 mA fg;f’gosov\";‘gé 18~57Vdc | 240 W [92.5%| 0.99 | 0.96 |[EUM-240S670Mx®

1 240W

2 UL, FCC 100-277Vac 100-240Vac

3 100% 220Vac “ "

4 x=G UL ENEC CCC x=T UL Class P

5 SELV







EUM-240SxxxMx Rev.C 240w
220Vac 25
12t - - 4.39 A%s 10%Ipk-10%lpk =174 ms
0.9 - -
100-277Vac, 50-60Hz, 65%-100%
- - 20% (156-240W)
) ) 10% 220-240Vac, 50-60Hz, 75%-100%
(180-240W)
-5%loset - 5%loset 100%
(loset)
EUM-240S105Mx 70 mA - 1050 mA
EUM-240S150Mx 105 mA - 1500 mA
EUM-240S350Mx 215 mA - 3500 mA
EUM-240S670Mx 420 mA - 6700 mA
EUM-240S105Mx 700 mA - 1050 mA
EUM-240S150Mx | 1050 mA - 1500 mA
EUM-240S350Mx | 2150 mA - 3500 mA
EUM-240S670Mx | 4200 mA - 6700 mA
(pk-pk) - 5%Ilomax 10%lomax | 100% 20 MHz BW
< 200Hz
- 2%Ilomax - 100%
(Pk-pk)
- - 10%lomax | 100%
EUM-240S105Mx - - 400 V
EUM-240S150Mx - - 290 V
EUM-240S350Mx - - 120V
EUM-240S670Mx - - nV
- - + 0.5% 100%
- - + 3.0%
- - 05s 120-277Vac 65%-100%
- 0.03%/°C - =0°C~Tc
12V 108V 12V 13.2V
12Vv 0mA - 250 mA “ Dim-="
6.0ms 500mA
12Vv
- - 500 mA 2.2ms
@6WwW
250mA
3/15
25°C
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EUM-240SxxxMx Rev.C 240W
5.2ms 850mA
12V @10W - - 850 mA 1.3ms
250mA
@120Vac
EUM-240S105Mx
lo= 700 mA 89.0% 91.0% -
10=1050 mA 89.0% 91.0% .
EUM-240S150Mx
10=1050 mA 88.5% 90.5% - 100% 50
10=1500 mA 88.5% 90.5% - )
EUM-240S350Mx 2%
10=2150 mA 88.0% 90.0% -
10=3500 mA 87.5% 89.5% -
EUM-240S670Mx
10=4200 mA 87.5% 89.5% -
10=6700 mA 86.5% 88.5% -
@220Vac
EUM-240S105Mx
lo= 700 mA 92.0% 94.0% -
10=1050 mA 92.0% 94.0% -
EUM-240S150Mx
10=1050 mA 91.5% 93.5% - 100% 250
10=1500 mA 91.0% 93.0% - )
EUM-240S350Mx 2%
10=2150 mA 91.0% 93.0% -
10=3500 mA 90.5% 92.5% -
EUM-240S670Mx
10=4200 mA 90.5% 92.5% -
10=6700 mA 90.0% 92.0% -
@277Vac
EUM-240S105Mx
lo= 700 mA 92.5% 94.5% -
10=1050 mA 92.5% 94.5% -
EUM-240S150Mx
10=1050 mA 92.0% 94.0% - 100% oee
10=1500 mA 91.5% 93.5% - )
EUM-240S350Mx 2%
10=2150 mA 91.5% 93.5% -
10=3500 mA 90.5% 92.5% -
EUM-240S670Mx
10=4200 mA 91.0% 93.0% -
10=6700 mA 90.0% 92.0% -
- - 05w 230Vac/50Hz
) 201,000 i 220Vac 25 80% (MIL-
Hours HDBK-217F)
} 101,000 i 220Vac 80% 70
Hours
4/15
25°C
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EUM-240SxxxMx

Rev.C 240w
Tek Prevu | F f
-4 : Al 6.00A
@ 450 A
[ AT 1.74ms
@ 1.70ms
o
S 25.0 A o8 WM[i.00ms A Chi1 + 55.04

7/15
25°C
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EUM-240SxxxMx Rev.C 240w

EUM-240S105Mx(lo=700mA) EUM-240S105Mx(lo=1050mA)
EUM-240S150Mx(lo=1050mA) EUM-240S150Mx(lo=1500mA)
EUM-240S350Mx(lo=2150mA) EUM-240S350Mx(1o=3500mA)
8/15
5"5 °C
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EUM-240SxxxMx Rev.C 240w

EUM-240S670Mx(lo=4200mA) EUM-240S670Mx(lo=6700mA)

9/15
£5"C
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EUM-240SxxxMx Rev.C 240w

[ ]
LED LED LED
LED LED
[ ]
LED
LED 1 LED
[
UART
L PRG-MUL2
13/15
25°C
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