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INVENTRONICS

EAM-200SxxxSB Rev.B 200W 440Vvac IP66/1P67

440Vac 48
. 4kV, 6kV
e |P66/IP67
SELV c € @
5
EAM-200SxxxSB 200W 90-305Vac
@ @)
1 200W
2 100-240/220-240/240Vac
3 100% 220Vac “
4 SELV
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INVENTRONICS

EAM-200SxxxSB Rev.B 200w 440Vvac IP66/IP67
0.9 - -
100-277Vac, 50-60Hz, 65%-100%
- - 20% (132-200W)
i i 10% 220-240Vac, 50-60Hz, 75%-100%
(150-200W)
-5%loset - 5%loset 100%
(loset)
EAM-200S105SB 525 mA - 1050 mA
EAM-200S150SB 750 mA - 1500 mA
EAM-200S280SB | 1400 mA - 2800 mA
EAM-200S560SB | 2800 mA - 5600 mA
EAM-200S105SB 700 mA - 1050 mA
EAM-200S150SB | 1050 mA - 1500 mA
EAM-200S280SB | 1800 mA - 2800 mA
EAM-200S560SB | 3500 mA - 5600 mA
(pk-pk) - 5%Ilomax 10%lomax | 100% 20 MHz BW
<200Hz (pk-pk) - 2%lomax - 100%
- - 10%lomax | 100%
EAM-200S105SB - - 320V
EAM-200S150SB - - 210V
EAM-200S280SB - - 120V
EAM-200S560SB - - Vv
- - + 0.5% 100%
- - + 1.5%
- - 05s 120-277Vac, 65%-100%
- 0.03%/ C - =0 C~Tc
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INVENTRONICS

EAM-200SxxxSB Rev.B 200w 440Vvac IP66/1P67
@120Vac
EAM-200S105SB
lo= 700 mA 89.0% 91.0% -
10=1050 mA 89.0% 91.0% -
EAM-200S150SB
10=1050 mA 89.0% 91.0% - 100% 250
l0=1500 mA 89.0% 91.0% - ]
EAM-200S280SB 2%
10=1800 mA 89.0% 91.0% -
10=2800 mA 88.5% 90.5% -
EAM-200S560SB
10=3500 mA 88.0% 90.0% -
10=5600 mA 87.0% 89.0% -
@220Vac
EAM-200S105SB
lo= 700 mA 91.5% 93.5% -
[0=1050 mA 91.5% 93.5% -
EAM-200S150SB
10=1050 mA 91.5% 93.5% - 100% o5
10=1500 mA 91.5% 93.5% - )
EAM-200S280SB 2%
10=1800 mA 91.5% 93.5% -
10=2800 mA 91.0% 93.0% -
EAM-200S560SB
10=3500 mA 90.5% 92.5% -
10=5600 mA 89.5% 91.5% -
@277Vac
EAM-200S105SB
lo= 700 mA 92.0% 94.0% -
10=1050 mA 92.0% 94.0% -
EAM-200S150SB
10=1050 mA 92.0% 94.0% - 100% 50
10=1500 mA 92.0% 94.0% - )
EAM-200S280SB 2%
10=1800 mA 91.5% 93.5% -
10=2800 mA 91.0% 93.0% -
EAM-200S560SB
10=3500 mA 91.0% 93.0% -
10=5600 mA 90.0% 92.0% -
_ 260,000 i 220Vac 25 80% (MIL-
Hours HDBK-217F)
) 120,000 i 220Vac 80% 70
Hours
-20°C - +90°C
5 ;
-20°C - +80 C
: 10%RH to 95%RH
-20°C - +85°C - 5%RH to 95%RH
(L xW xH) 6.73 x 2.36 x 1.44 7.40 x 2.36 x 1.44
(LxW xH) 171 x 60 x 36.5 188 x 60 x 36.5
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INVENTRONICS

EAM-200SxxxSB Rev.B 200w 440vac IP66/1P67
- 750 g -
CE EN 61347-1, EN 61347-2-13
BIS IS 15885(Part2/Sec13)
EMI
EN IEC 55015 ® Conducted emission Test &Radiated emission Test
EN IEC 61000-3-2 Harmonic current emissions
EN 61000-3-3 Voltage fluctuations & flicker
EMS
EN 61000-4-2 Electrostatic Discharge (ESD): 8 kV air discharge, 4 kV contact discharge
EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS
EN 61000-4-4 Electrical Fast Transient / Burst-EFT
EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 4 kV, Common Mode 6 kV
EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS
EN 61000-4-8 Power Frequency Magnetic Field Test
EN 61000-4-11 Voltage Dips
EN 61547 Electromagnetic Immunity Requirements Applies To Lighting Equipment
(1) EMI ( ) EMI
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INVENTRONICS

EAM-200SxxxSB Rev.B 200W 440Vvac IP66/1P67
EAM-200S105SB(lo=700mA) EAM-200S105SB(lo=1050mA)
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INVENTRONICS

EAM-200SxxxSB Rev.B 200W 440Vvac IP66/1P67
EAM-200S150SB(lo=1050mA) EAM-200S150SB(lo=1500mA)
EAM-200S280SB(10=1800mA) EAM-200S280SB(10=2800mA)

EAM-200S560SB(lo=3500mA) EAM-200S560SB(lo=5600mA)
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INVENTRONICS

EAM-200SxxxSB Rev.B 200W 440Vvac IP66/1P67
320 Vac 340 Vac 360 Vac
300 Vac 320 Vac 340 Vac
440Vac 48
- - 440 Vac
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INVENTRONICS

EAM-200SxxxSB Rev.B 200W 440Vvac IP66/1P67
]
A
lo >
< A
A »
) Vin
320 Vac 340 Vac
VS.
® EAM-200S105SB
(loset)
/
1050mA 95v 191V
700mA 143V 286V
525mA 191V 286V
® EAM-200S150SB
(loset)
/
1500mA 67V 134V
1050mA 95V 190V
750mA 134V 190V
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INVENTRONICS

EAM-200SxxxSB Rev.B 200W 440Vvac IP66/1P67
RoHS
RoHS 2011/65/EU EU 2015/863
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INVENTRONICS

EAM-200SxxxSB Rev.B 200W 440Vvac IP66/1P67

2021-03-25 A / /

2023-07-26 B /
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